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			8NMEAto8-E – NMEA Matrix 8-Kanal/Ethernet
			
			

	
	
		Artikelnummer: N0580

	
	Kategorien: Maritime, Hardware, NMEA Konverter & Schnittstellen
	
	


			

			


			
		8 NMEA 0183 interfaces (inputs and outputs) IEC 61162-1 (2 of them configurable as IEC 61162-2)
	NMEA 0183 ports can be switched as input and output; thus 16 ports
	Multiplexer and buffer / distributor / converter in one device
	Automatic bidirectional conversion between IEC 61162-1/-2 and the Lightwight Ethernet standard IEC 61162-450
	Automatic grouping (multisentence messages)
	Tagblock configuration; data logging
	Configuration for proprietary multisentence messages possible
	Optional real time – time Server (NTP); time synchronization with GPS time
	Bidirectional conversion to UDP / TCP-IP / Multicast
	Cluster capability (several devices in a network); reduced cabling and installation costs
	In a cluster, all NMEA inputs are available at each device
	Fully configurable with included PC software
	Inputs and outputs are galvanically and optically isolated
	Intelligent data management prevents data errors
	Data filter dynamically adjustable for high performance


Erfahren Sie mehr über VEINLAND’s high Performance 8-Kanal NMEA Matrix 

KEYWORDS: Magicplex | N0580 </em 



		

	

		
			
					
						Leistungsmerkmale					
				
	
					
						Downloads					
				


					
				


	power-supply	9-36VDC / nom. 24V; 2Watt


	dimensions	360mm x 220mm x 52mm


	weight	1700g


	network	1x Ethernet 10/100 Mbit/s


	protection class	IP20


	temperature	Storage Temperature: -40 to 85°C

Operating Temperature: -15 to 55°C


	interfaces	8x RS422 In/Output


	transmission rates	speed of all NMEA interfaces adjustable:

1.200 Baud up to 115.200 Baud


	Standard(s) Applied	IEC 60945, IEC 61162-1/-2/-450


	Type Approval	DNV, Cert-No: TAA00002GC Rev. 2
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Bitte lasse dieses Feld leer.
		

	




	
		
		

	

	
		Ich erkläre mich damit einverstanden, dass meine Daten zur Bearbeitung meines Anliegens verwendet werden. (Weitere Informationen und Widerrufshinweise finden Sie in unserer Datenschutzerklärung).
		

	











			

		
		
	





							
	
		
							 Rückruf anfordern

				
					Sie interessieren sich für unsere Produkte und konnten auf unserer Webseite nicht alle Antworten auf Ihre Fragen finden?
					

					Hinterlassen Sie unverbindlich Ihre gewünschte Rückrufzeit, E-Mail Adresse oder Telefonnummer.

					Sie werden von einem unserer qualifizierten Mitarbeiter kontaktiert.
				

					

		
							


 













	
		
		

	

	
		

Bitte lasse dieses Feld leer.
		

	




	
		
		

	

	
		

Bitte lasse dieses Feld leer.
		

	




	
		
		

	




	
		Wählen Sie Ihr Thema


		

	



Ihre Rückrufzeit? Ihr Anliegen?

Bitte lasse dieses Feld leer.



	
		
		

	

	
		Ich erkläre mich damit einverstanden, dass meine Daten zur Bearbeitung meines Anliegens verwendet werden. (Weitere Informationen und Widerrufshinweise finden Sie in unserer Datenschutzerklärung).
		

	



Senden








					

	



			
	
		

	



  
  
        
              

    
        
  
	  

		
Hauptsitz Neuseddin


	VEINLAND GmbH
	Pappelallee 19
	14554 Seddiner See OT Neuseddin
	Deutschland
	 
	 +49 33205 2697 0
	 +49 33205 2697 29
	 info@veinland.net




		Niederlassung Prenzlau


	Franz-Wienholz-Strasse 40
	17291 Prenzlau
	Deutschland
	 
	 +49 3984 808 717
	 +49 3984 806 961
	 prenzlau@veinland.net




		VEINLAND Mechanical Center (VLMC)


	Blankenfelder Dorfstr. 94
	15827 Blankenfelde-Mahlow
	Deutschland
	 
	 +49 3379 20986 77
	 blankenfelde@veinland.net
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